


AIRBORNE

FLIR Systems, Inc.
CVS World Headquarters

FLIR Systems, Inc. 
70 Castilian Dr. 
Goleta, CA 93117
USA
PH: + 1 877 773 3547
PH:  + 1 805 964 9797
FX:  + 1 805 685 2711
sales@flir.com

 
 
FLIR Systems, Inc. 
CVS Eurasian Headquarters

FLIR Systems, INC BV
Charles Petitweg 21
4847 NW Teteringen - Breda
Netherlands
PH: +31 (0) 765 79 41 94
FX:  +31 (0) 765 79 41 99
flir@flir.com

 

 
FLIR Systems, Inc. 
Corporate Headquarters

FLIR Systems, Inc.
27700 SW Parkway Ave.
Wilsonville, OR 97070
USA 
PH: + 1 877 773 3547
FX:  + 1 503 498 3153
sales@flir.com 
 
 
 
 
www.flir.com

Equipment described herein may require US Government authorization for export purposes. Diversion contrary to US law is prohibited. 
®2009 FLIR Systems, Inc. Specifications are subject to change without notice, check our website: www.flir.com. 0906-397 

Thermal Imaging Performance

Sensor Type 320 x 240 Uncooled Microbolometer

Field of View 36° H x 27° V

Spectral Band 8-14 microns (LWIR)

Video

Outputs NTSC & PAL

Orientation Inverted Image Camera Configuration Available for Integration Flexibility

Power

Power Requirements 9-16 VDC

Power Consumption <2 W (<5 W w/heater on)

Environmental

Operating Temp -40ºC – 80ºC

Weather Resistance Hermetically Sealed 

Window Impact-Resistant Optic with Built-in Automatic Heating Element

Dimensions and Weight

Dimensions 2.3” x 2.8” x 3.3” (57.4mm x 71.4mm x 84.7mm )

Camera Weight 0.8 lb (363 grams)




